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The smart dieless system, developed and 
patented by Novopress, enables high quality 
crimps for various makes of cable lugs and 
sleeves without changing any dies. The 
HP-Series ensures continual operational 
readi ness, safety and efficiency on crimps 
with various cross sections in random order. 
Com pressions will comply with VDE-Stan-
dard 0220, NF C 63-061 and SEN 245012.
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Selfcontained Crimping Head HPM 400

Selfcontained Crim-
ping Head HPM 400
Dieless, stressless, universal.

The HPM 400 from Novopress is the ultimate 

Crimping Tool for service and maintenance 

jobs. The totally maintenance–free, self-

contained hydraulic system guarantees per-

sistent operational condition, even be yond 

any infra structure. The universal crim ping 

head is without any die change whatso ever, 

over the whole cross section range from 

16 - 400 mm2. It will eli minate any additio nal 

cost for die sets and time consuming changes 

thereof. The smart auto matic com  pression 

secures constant high quality of your crimps 

over the whole cross section range.

Technical Data Ref. 5200

Length 550 mm

Width 180 mm

Height 80 mm

Weight 5.9 kg

Cross section range Cu 16 - 400 mm2

Cross section range Al 50 - 400 mm2

Max. Force 110 kN

Max. lug dia. 38.5 mm

 

Order Numbers

O/N 5200 Complete set, incl. box and test bar.



Mastering Innovations 

Creating competitive advantages through innovation.

That‘s the key driver for our unique solutions in the 

electrical industry.  

Effi	cient	busbar	manufacturing	lines	and	innovative

dieless	crimping	tools,	provide	the	competitive	edge

for	our	global	customers.
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HSBL-2 Cutting Tool 120 

HSBL-2 
Cutting Tool 120 

For stationary and portable cutting 

applications up to 120 x 13 mm (4˝ x 1/2˝), 

the HSBL-2 Cutting Tool 120, is the right 

choice. State of the art operator safety, 

easy transport and precise cutting with 

highest quality, are making the HSBL-2 

Cutting Tool 120 ideal for small work shops 

or on site maintenance.

HSBL-2 Cutting Tool 120 –
Precise cutting with highest quality.

Technical Data Ref. 2350

Height 785 mm 
(incl. work-cylinder)

Depth 200 mm

Width 210 mm

Weight 12 kg 

Operating pressure 150 bar

Force 150 KN

Cutting perf. max. 120 x 13 mm 250 N/mm2

Cycle time 12 sec.

Recommended power packs: HA 1 - ES, HA 3, HA 4.

Order Numbers

O/N 2350 Cutting tool 120 x 13 mm

O/N 6950 Centering vice for O/N 2350

O/N 6990 Length stop for O/N 2350
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HSBL-2 Punching Tool 120

HSBL-2 
Punching Tool 120 

For stationary and portable punching 

applications up to 120 x 13 mm (4˝ x 1/2˝), 

the HSBL-2 Punching Tool 120, is the right 

choice. State of the art operator safety, 

easy transport and excellent punching 

quality with round, elongated and square 

dies, are making the HSBL-2 Punching 

Tool 120 the ideal option for small work 

shops and on site maintenance.

Technical Data Ref. 1118

Height 860 mm 
(incl. work-cylinder)

Depth 200 mm

Width 260 mm

Weight 15 kg 

Operating pressure 150 bar

Force 150 KN

Cutting perf. max. 120 x 13 mm 
250 N/mm2

Cycle time 3 sec.*

* Busbar 120 x 10 mm 
Recommended power packs: HA 1 - ES, HA 3, HA 4.

Order Numbers

O/N 1118 Punching tool 120 x 13 mm

O/N 1179 Bending Tool 120, portable 

O/N 1627 Hydraulic stop valve for O/N 1179 
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Technical Data Ref. 1118

Height 860 mm 
(incl. work-cylinder)

Depth 200 mm

Width 260 mm

Weight 15 kg 

Operating pressure 150 bar

Force 150 KN

Cutting perf. max. 120 x 13 mm 
250 N/mm2

Cycle time 3 sec.*

* Busbar 120 x 10 mm 
Recommended power packs: HA 1 - ES, HA 3, HA 4.
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Mastering Innovations 

Creating competitive advantages through innovation.

That‘s the key driver for our unique solutions in the 

electrical industry.  

Efficient busbar manufacturing lines and innovative

dieless crimping tools, provide the competitive edge

for our global customers.



Our focus – Your benefit

 Redefining busbar manufacturing

 Leveraging 40 years of expertise

 Highest quality results on your 

products

 Cutting edge precision 

Our solution – Your productivity

 Dedicated solutions

 Highly efficient

 Enabling low-cost, high quality 

production

 More functionalities

 Increasing your output

 Reducing your lead times

Our commitment – Your confidence

 Persistent customer relations

 Global after sales network

 First rate tech – documentation

 Exceptional low downtimes

We are focussed

Novopress is a leading innovator and manufacturer 

of machines and systems for the electrical industry. 

Our systems for efficient busbar manufacturing in the 

switchgear industry, provide the competitive edge for 

our global customers.

Innovative, dieless crimping technology, ensures the 

simple and transparent application of Novopress dieless 

crimping tools in the cable industry.

We not only offer innovative products of high quality 

standards, we do have solutions for your special 

applications in electrical engineering.



Dedicated 
Solutions

Our unique technology for fully automatic spring back 

compensation on busbar bending processes, keeps our 

customers flying ahead the competition. Products like 

the latest BGD-5 digital bending machine, are re de fining 

busbar processing to new levels of productivity.

Novopress dieless crimping tools are making the  

application of crimping terminals easy, secure and  

transparent. Independent of any terminals or jointing  

material, we are focusing on the ideal solution for the  

operator.

Focused on applications in the electrical industry, 

Novopress has more than 40 years of expertise, 

con verted into leading products with key features 

for the electrical industry.



Three-in-one busbar fabricating SLB 125

Advantages

    Especially robust and stiff frame.

     Lightning-swift tool changes with a

 minimum of manipulation.

 Very high quality cutting, bending and

 punching.

   The 150 bar low-pressure system en-

sures a long service life and very fast

 cycle times.

  Busbars bent accurately up to 120° –

 very accurate reproducibility of the

 set angle.

  For busbars up to 125 x 13 mm.

  Accessories for flexible busbars 

available.

Three-in-one busbar 
fabricating SLB 125

The unique SLB 125 three-in-one busbar tool guarantees

effortless cutting, bending and punching of copper bus-

bars. Whether in the work shop or at the construction 

site – the basic unit transforms into a cutting, bending- 

or punching machine within seconds.

Special accessories also enable cutting – punching – ben-

ding of copper flexibars with ease. Our cutting cartridge 

and special dies, achieve highest standards in quality 

and safety, when working with flexible busbar.  

Busbar fabrication from a single mold:

Precise, simple and quick.



Three-in-one busbar fabricating SLB 125

Technical Data Ref. 39659

Height 1,145 mm

Width 750 mm

Depth 750 mm

Weight 180 kg

Operating Pressure 150 bar (2,200 psi)

Force 180 KN

Power rating 0.75 kW

Voltage 230 V 1~/50 Hz

Cutting max. 125 x 13 mm 
250 N/mm2 

Punching max. ø 6 bis 21 mm

Bending max. 125 x 13 mm 
250 N/mm2 

 

The unique Novopress three-in-one busbar 
center as a complete set. Cutting – punching – 
and bending of busbars up to 125 x 13 mm (4" x 1/2") 
in one compact unit. The SLB 125 Complete System comes 
ready to operate, including trolley, hydraulic power pack 
HA 3 and standard accessories.



Three-in-one busbar fabricating SLB 125

SLB 125 Accessories

  Large step bending tool 31646

 For quick and 100 % parallel step

 bends, on up to 120 x 10 mm busbars.

 Step = 37 mm wide and 25 mm high.

 Small step bending tool 31425

 For quick and 100 % parallel step

 bends, on up to 80 x 8 mm busbars.

 Step = 21 mm wide and 18 mm high.

  L-bending-tool 31636

The L-bending-tool will allow short “L”-bends 

with only 25 mm leg. SLB 125 standard setup 

will allow 45 mm as shortest leg.
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Three-in-one busbar fabricating SLB 125

	 Cutting cartridge 45445 

	 For cutting flexible copper busbars up to  

	 120 x 10 x 1 mm, our brand new SLB 125 cutting 

	 cartridge is available under Ref. 45445.

	 With this all new cartridge, cutting becomes easy, 

	 safe and of outstanding quality. The problematic  

	� copper sawing and related dust and chips are a thing  

of the past. Regardless of cutting insulated or stripped 

copper bars, subsequent processing will be trouble-

free. For punching flexible busbar we recommend using 

the special punching dies including stripper plate.

	� Special U-bender 60 mm 42430 

�For accomplishing small and tight U-

bends like on no other multi purpose 

busbar centre. 

Min. U-bends are 60 mm (2.4"). 
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HSBL-2 Cutting Tool 120 

HSBL-2 
Cutting Tool 120 

For stationary and portable cutting 

applications up to 120 x 13 mm (4˝ x 1/2˝), 

the HSBL-2 Cutting Tool 120, is the right 

choice. State of the art operator safety, 

easy transport and precise cutting with 

highest quality, are making the HSBL-2 

Cutting Tool 120 ideal for small work shops 

or on site maintenance.

HSBL-2 Cutting Tool 120 –
Precise cutting with highest quality.

Technical Data Ref. 2350

Height 785 mm 
(incl. work-cylinder)

Depth 200 mm

Width 210 mm

Weight 12 kg 

Operating pressure 150 bar

Force 150 KN

Cutting perf. max. 120 x 13 mm 250 N/mm2

Cycle time 18 sec.

Recommended power packs: HA 1 - ES, HA 3, HA 4.

Order Numbers

O/N 2350 Cutting tool 120 x 13 mm

O/N 6950 Centering vice for O/N 2350

O/N 6990 Length stop for O/N 2350
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HSBL-2 Punching Tool 120 – 
Excellent punching quality with round, 
elongated and square dies.
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HSBL-2 Punching Tool 120

HSBL-2 
Punching Tool 120 

For stationary and portable punching 

applications up to 120 x 13 mm (4˝ x 1/2˝), 

the HSBL-2 Punching Tool 120, is the right 

choice. State of the art operator safety, 

easy transport and excellent punching 

quality with round, elongated and square 

dies, are making the HSBL-2 Punching 

Tool 120 the ideal option for small work 

shops and on site maintenance.

Technical Data Ref. 1118

Height 860 mm 
(incl. work-cylinder)

Depth 200 mm

Width 260 mm

Weight 15 kg 

Operating pressure 150 bar

Force 150 KN

Cutting perf. max. 120 x 13 mm 
250 N/mm2

Cycle time 5.5 sec.*

* Busbar 120 x 10 mm 
 Power pack HA 3

Order Numbers

O/N 1118 Punching tool 120 x 13 mm

O/N 1179 Bending Tool 120, portable (without image)

O/N 1627 Hydraulic stop valve for O/N 1179 
(without image)
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* Picture shows cutting tool 160 x 13 mm (6˝ x 1/2˝) 
including two fixing vices and conveyor.

HSBL-2 Cutting Tool 160

Technical Data Ref. 7020

Height 940 mm 
(incl. work-cylinder)

Depth 310 mm

Width 375 mm

Weight 22 kg

Operating pressure 150 bar

Force 150 KN

Cutting perf. max. 160 x 13 mm 250 N/mm2

Cycle time 15 sec.

 Suitable hydraulic power packs, Novopress HA 1 - ES, HA 3, HA 4.

 

Order Numbers

O/N 7020 Cutting tool. 160 x 13 mm

O/N 7030 Centering vice for O/N 7020

O/N 6990 Length stop for O/N 7020

HSBL-2 Cutting Tool 160 x 13 mm (6˝ x 1/2˝)

HSBL-2 
Cutting Tool 160 

For stationary cutting applications up to 

160 x 13 mm (6˝ x 1/2˝), the HSBL-2 Cutting 

Tool 160, is the ideal choice for professional, 

stationary busbar production. 

State of the art operator safety and addi-

tional accessories like centering device and 

conveyor systems, are making the HSBL-2 

Cutting Tool 160, an integrated part of our 

busbar production lines.
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HSBL-2 Punching Tool 160

Technical Data Ref. 34243

Height 900 mm 
(incl. work-cylinder)

Depth 460 mm

Width 600 mm

Weight 38.2 kg

Operating pressure 150 bar

Force 150 KN

Cutting perf. max. 160 x 13 mm 250 N/mm2

Cycle time 5.5 sec.*

* Busbar 120 x 10 mm 
 Power pack HA 3

Order Numbers

O/N 34243 Punching tool 160 x 13 mm 
incl. X-Y positioning device

O/N 7050 Punching tool 160 x 13 mm

O/N 7190 X-Y stop device for O/N 7050

HSBL-2 
Punching Tool 160 

For stationary punching applications up to 

160 x 13 mm (6˝ x 1/2˝), the HSBL-2 Punching 

Tool 160, is the ideal choice for stationary 

busbar production. State of the art operator 

safety and the additional X-Y positioning 

device will vanquish the need for pre-

measuring and center marking on your bus-

bar. Excellent punching quality with round, 

elongated and square dies, are making the 

HSBL-2 Cutting Tool 160 the ideal option for 

small and medium work shops.

Punching tool 160 x 13 mm (O/N 7050)



HSBL-2 DigiPunch 160

Advantages

  Significantly reduced manufacturing 

cost on medium to medium-large 

output volume.

  Optimized and speedy work flow 

through integrated conveyor system 

and work-bench.

  No programming or preparatory work 

required, very short set-up times.

  Fast and stepless positioning of busbars 

in X and Y axis, with 0.5 mm accuracy.

  Switching from absolute- to chain- 

measurement for fast and easy progres-

sive punching.

A new class of 
Performance

With the brand-new “DigiPunch 160”, Novopress offers a 

new class of busbar punching performance for medium-

sized enterprises. Wherever ordinary manual punches 

are insufficient and CNC-controlled machines are too

costly, the new “DigiPunch 160” is the ideal mid-size

solution. It reduces manufacturing time and cost signi-

ficantly compared to manual punches at a very modest 

investment compared to CNC-punches. The very practi-

cal configuration with digital metering in X/Y axis and 

complete conveyors, enables a very efficient and 

flexible busbar manufacturing. 



We reserve the right to make technical modifications. Novopress GmbH & Co. KG
Scharnhorststraße 1 · D-41460 Neuss 
Tel.: +49(0)2131-288-0 · Fax: +49(0)2131-288-55
www.novopress.de · E-Mail: verkauf@novopress.de S4

-G
B/

07
.1

1-
1

m
an

u
fa

ct
u
ri

n
g 

co
st

lo
w

hi
gh

output-volumesmall large

All necessary components except hydr. power pack and 
work cylinder are included in delivery. For operation only a 
regular 110V/60Hz or 220V/50Hz power source is needed. 
The LCD measuring system works on a permanent battery 
basis. Possible hydr. Power Packs: HA 1 - ES, HA 3 and HA 4.

Technical Data Ref. 40800

Height 1,900 mm

Length 4,300 mm

Width 550 mm

Weight 170 kg

Operating pressure 150 bar (2,200 psi)

Force 150 KN

Ref. Numbers

Ref. No. 40800 “DigiPunch 160”

Ref. No. 40900  “DigiPunch 160”, including hydr. 
cylinder and Power Pack HA 3

HSBL-2 DigiPunch 160

Progressive punching dies
Also the punching dies further reduce manufacturing 
cost. Punch and die are interchangeable by quick clamp 
mechanism within 30 sec. The solid toolholder enables 
progressive punching for oblong and slotted wholes. 
Switching from absolute to chain-measurement, offers 
fast progressive punching without extra calculating.
Last but not least we offer a wide range of standard dies, 
especially matched with the needs of the electrical 
industry. 

  Solid toolholder for progressive punching of oblong and 

slotted wholes.

  Quick clamping offers fast and easy die change in 30 s. 

Set-up times are reduced, no tools necessary. 

  Large assortment of stan dard dies for round-, oblong- 

and square punching.

Fast – productive – competitve

 DigiPunch 160

 Manual punching machine

 CNC punching machine



Digital bending bench BGD-5

Advantages

  Latest Windows XP technology with 12˝ 

LCD display.

  Unmatched, full graphical WYSIWYG 

programming.

  USB for backups and remote editing. 

  Digital angle encoder with precision to 

+/-0.25 degrees.

  Full automatic spring back compen-

sation.

  No trial bends. No set up times.

  Digital stroke encoder for minimum 

cycle times. 

  Supplied with built in high performance 

3-phase power pack.

  Optional step and edge bending tools, 

for special bending applications.

  Tight L-, U- and Z-bends possible.

  Mobile machine on wheels for ease of 

use.

The digital 
bending bench BGD-5

Based on a embedded Windows XP System, the BGD-5 

offers incomparable easy WYSIWYG programming, with 

a full graphical user interface. No CNC, or whatsoever 

programming skills are requested, even the most com-

plicated busbar figures are edited with the ease of a few 

clicks. Complete work pieces are displayed on the 12˝ 

LCD display, before starting the inital bending operation.

During bending operation the digital angle measurement

with full automatic spring back compensation, will 

ensure outstanding accuracy of +/-0.25 degrees. The 

automatic length stop, will travel up to 800 mm, posi-

tioning your bus bar within seconds and a precision of 

0.5 mm. Last but not least, the integrated 3-phase/

400 V power pack takes care of convincing cycle times, 

at only 11.5 sec. for a full 90 degree bend including 

spring back compensation. 
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